Determination of tungsten resonance absorption integrals by activation by Pierce, C. R. & Shook, D. F.
N A S A  T N  D-4137 
& "  / 
LOAN COPY: RETURN TL 
A M  (WLIL-2) 
KIRKAND AFB, E( MEX 
DETERMINATION OF -.cJIcr' 
TUNGSTEN RESONANCE ABSORPTION 
INTEGRALS BY ACTIVATION 
by Clmence R. Pierce and Donuld F. Shook 
Lewis Resemch Center 
CZeueZand, Ohio 
NATIONAL AERONAUTICS A N D  SPACE A D M I N I S T R A T I O N  W A S H I N G T O N ,  D. C. 'OCTOBER 1967 
https://ntrs.nasa.gov/search.jsp?R=19670030049 2020-03-24T01:19:07+00:00Z
TECH LIBRARY KAFB. NM 
0330753 
NASA T N  D-4137 
DETERMINATION OF TUNGSTEN RESONANCE ABSORPTION 
INTEGRALS BY ACTIVATION 
By C l a r e n c e  R.  Pierce and Donald F. Shook 
L e w i s  R e s e a r c h  C e n t e r  
Cleveland,  Ohio 
N A T I O N A L  AERONAUTICS AND SPACE ADMINISTRATION 
For sale by the Clearinghouse for Federal Scientific and Technical Information 
Springfield, Virginia 22151 - CFSTI price $3.00 
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by Clarence R. Pierce and  Donald F. Shook 
Lewis Research Center 
SUMMARY 
The effective resonance integrals of tungsten 186 and tungsten 184 as contained in 
natural tungsten were obtained for  foil thicknesses from 0.25 to about 
Thin-sample activations yielded values for the dilute resonance integrals of 443k17 barns 
((4.43*0.17)10-26 m2) for  W186 and 15k2 barns ((1.5*0.2) 
Since the 18.8-electron-volt (3. 01X10-18 J) resonance of W186 constitutes 92 percent 
of the dilute resonance integral fo r  this isotope, and since the neutron scattering width 
for  this resonance has been accurately measured, the present measurement provides an  
estimate of the radiative capture width. The scattering widths for  the important reso- 
nances of W184 are also accurately known, and therefore a n  average capture width for  this 
isotope was also estimated. Values of 0.041~~-0.002 electron volt ((6.56*0.32) J) 
for  the capture width of the 18.8-electron-volt (3.01X10-18 J) resonance of W186 and 
0.062k0.007 electron volt ((9.93A.12) 
nances of W184 were obtained. 
(3. 01X10-18 J) resonance of W186 is lower than but in agreement with the reported neutron 
spectroscopy result of 0.045*0.006 electron volt ((7.21*0.96) 
obtained by the Nordheim integral method significantly overestimate experimental values. 
This result is ascribed to resonance overlap between W182 and W186 which is of impor- 
tance in the natural tungsten samples used. In addition, the flat source approximation 
used in the calculation reduces the precision of the calculation for  materials with highly 
scattering resonances, such as W . 
was made for  the half-life of W 185, compared with published values ranging from 
73.2k0.5 to 76.2k0.4 days. 
centimeter. 
184 m2) for  W . 
J) for  the capture widths of the main reso- 
The capture width obtained for  the 18.8-electron-volt 
J). 
186 In the thick-sample region, computed values of the resonance integrals for W 
186 
In addition to the resonance integral measurements, a determination of 76.4rtO. 7 days 
INTRODUCTION 
The potential value of tungsten in high-temperature nuclear reactors  has generated 
considerable interest  in  the nuclear parameters of the tungsten isotopes (ref. 1). The 
epicadmium effective resonance absorption integrals of the tungsten 186 and tungsten 184 
isotopes are considered herein. 
Two experimental techniques, the reactivity method and the activation method, are 
used to determine resonance integrals. The reactivity method determines the capture rate 
of a sample from the reactivity caused by insertion of the sample into a reactor. This 
method has been used to determine effective resonance integrals for  natural tungsten and 
for  the isotopes of tungsten relative to gold as a standard (refs. 2 and 3). The reactivity 
method is limited to sizes of samples that produce measurable changes in reactivity. A 
major limitation of the reactivity method as applied to W184 lies in the relatively large 
absorptivities of the residual tungsten isotopes in highly enriched samples of W 
Thus, the measured reactivity is for  a mixed sample, and the W184 resonance integral 
must be deduced from measurements on samples each enriched in  a different isotope of 
tungsten. The activation method overcomes this problem since W184 capture ra tes  can 
be measured directly by determining W185 activities. The activation method is limited 
to W184 and W186 since neutron capture by W182 and W183 yields stable nuclides. The 
rare isotope W180 also activates but is not considered herein because of its limited 
natural abundance (0.14 percent). 
parameters.  For the general case of finite-sized samples with resonance self-shielding, 
the Nordheim integral treatment (refs. 4 and 5) has been used to calculate effective 
resonance integrals. Samples with various surface to mass  ratios S/M ranging from 
thick to infinitely dilute have been computed. The code had been used previously to com- 
pute resonance integrals for  uranium 238 and resulted in good agreement with experiment. 
An epicadmium l/v component must be added to the calculated resonance integral for 
comparison with measured values. For the unresolved energy region, where the reso-  
nance parameters are unknown, a separate routine that uses statist ical  parameters com- 
putes average s-wave cross  sections; average p-wave and higher Z -wave contributions 
must be computed separately. 
In the calculations, a f l a t  source of scattered neutrons is assumed to exist in the 
sample. Cohen (ref. 6) evaluated this assumption by allowing a shaped source within the 
sample. For the strongly scattering 18.8-electron-volt (3. 01X10-18 J) resonance of 
W186, significantly lower capture integrals were calculated for  thick samples by Cohen, 
using more reasonable source distributions. In addition, there is cross  -section overlap 
186 in the common wings of the resonances at 18.8 electron volts (3. O ~ X ~ O - ~ ~  J) in W 
and at 21.2 electron volts (3. 39X1O-l8 J), in W182. Westfall (ref. 7) investigated the 
effect of this overlap in natural tungsten. 
2 
184 . 
Computer codes are available fo r  calculating resonance integrals from resonance 
METHOD AND ANALYSIS 
The infinitely dilute resonance capture integral for an isotope x is defined by 
<(E) 
where E is the neutron energy, Ecd is the lower energy limit, and <(E) is the 
neutron capture c ross  section of isotope x. (All symbols are defined in appendix A. ) The 
lower energy limit is standardized here to 0.5 electron volt (8. OX10-20 J ) .  
Dilute resonance integrals were  measured by the activation method that employs 
cadmium shields. The method consists of measuring cadmium-shielded-sample and bare- 
sample activities that result  from exposure to a thermal reactor flux. These activities 
are compared with the cadmium-shielded and bare activities of a material  that has an 
accurately known resonance integral and thermal cross  section. 
The cadmium ratio Rx for an isotope x exposed to a given flux is defined as 
where C is the saturated count rate for the cadmium-shielded sample, B is the saturated 
count ra te  for the bare sample, and eC and cb are the respective counting efficiencies. 
Therefore, Rx is equal to the capture rate ratio. 
the following relation (ref. 8) : 
Unknown resonance integrals can be determined relative to a known standard by using 
ox 
1, I, = - x R S - 1  th s R x - 1  ath S (3) 
where I, is the infinitely dilute resonance integral, R is the cadmium ratio, uth is the 
microscopic absorption c ross  section at 0.025 electron volt (4. O O X ~ O - ~ ~  J). The super- 
scr ipts  s and x represent the standard sample and the isotope under investigation, 
respectively. Equation (3) arises simply by expressing the capture rates as proportional 
to the resonance integral and to the thermal c ross  section plus the resonance integral. 
The following assumptions are therefore implicit in equation (3): 
(1) The neutron flux varies as 1/E above the cadmium cutoff energy. 
(2) Both the bare and the cadmium-shielded samples are exposed to the same flux 
3 
above a cadmium cutoff energy. 
the assumption of a flux discontinuity is invoked at the cutoff energy. 
energy variation as the standard. This assumption is good for  the isotopes measured in  
this experiment (ref. 9). 
Since some of the conditions listed may not be satisfied, their effect on the resul ts  of 
the measurements were investigated. Some knowledge of the f lux energy dependence 
within the reactor core  is necessary for such a study. Figure 1 represents the calculated 
reactor flux with and without the cadmium shield as used in the present experiment. 
These values were obtained by using a one-dimensional transport  code developed in  this 
laboratory (ref. 10) which makes use of the energy group structure of GAM II (ref. 11). 
The fluxes were normalized to a value of 1 at 4.9 electron volts (7 .85~10- l9  J). The 
calculation shows a deviation of the flux from a 1/E variation and an  absence of the r e -  
quired discontinuity at 0.5 electron volt (8. Ox10-20 J). 
A calculated correction to the experiment is used to account for the deviation of the 
flux from that required in equation (3). The method used to obtain the correction is 
treated in  detail in appendix B. The resulting formula is 
(3) The cadmium absorbs all the neutrons below the cadmium cutoff energy; that is, 
(4) The sample absorption c ross  sections below the cutoff energy must have the same 
where Ieff is the effective resonance integral, (a,) 
cross  section, and ,u is the calculated correction factor. The factor p is evaluated in 
appendix B and is 0.955 for  W186 and 0.886 for  W184 for  the case of thin or dilute 
samples. Equation (4) yields an Izff referred to a cadmium cutoff of 0.5 electron volt 
(8. OX10-20 J). The correction p is based on the fluxes shown in figure 1 and does not 
include a possible effect of the observed overlap of a cadmium and a tungsten resonance 
at 18.5 electron volts (2. 96X10-l8 J). This effect is accounted for herein by using de- 
tailed c ross  sections for  these resonances. 
cadmium 113 are reported in reference 12. These are rn = (2.8*0. 2)10-4 electron volt 
((4.4850. 
weight factor for this resonance is 0.75. Figure 2 shows the Doppler broadened neutron 
capture c ross  sections for the cadmium 113 resonance plotted with the Doppler broadened 
neutron capture c ross  sections for the 18.8-electron-volt (3. 01X10-18 J) resonance in 
W186. The W186 parameters used were rn = 0.319 electron volt (5. 11x10-20 J) and 
4 
is the effective thermal capture 
ef f 
Resonance parameters for the 18.5-electron-volt (2. 96X10-l8 J) resonance in 
J), and I?, = 0.115 electron volt (1. 84X10-20 J). The statistical 
I? = 0.044 electron volt ( 7 . 0 5 ~ 1 0 - ~ ~  J). 
culating resonance integrals (ref. 5) was also used to generate the c ross  sections. 
cadmium 113 cross  sections were used to determine the transmission of the cadmium 
over the energy range from 18.2 to 18.8 electron volts (2. 9 1 X 1 O - l 8  to 3. 01X10-18 J). 
The product of macroscopic cross  section and thickness Za(E)7 varies as 4 . 9 8 ~ 1 0 - ~  
oa(E) for the 0.089-centimeter-thick cadmium, which has a density of 8.6 grams per cubic 
centimeter and a cadmium 113 natural abundance of 12.26 percent. The total transmis- 
sion probability T(E) for the cadmium shield and a given neutron energy is obtained from 
the following formula: 
The computer program that was used for  cal- 
The Y 
-Ca7/COS 8 
T = 2 r  cos Be sin 8 de 
= 2E3(Za7) (5) 
Values for E3(Ca7) were obtained from tabulated values in reference 13. 
energy integral values, the quantities ua 
by using the trapezoidal rule. 
lations. 
mium shielding results in a 2-percent reduction in the infinitely dilute W186 resonance 
integral. If an appreciable energy uncertainty is assumed so that the cadmium 113 reso- 
nance is actually located at 18. 8 electron volts (3. 01X10-18 J) there is a 3-percent reduc- 
tion in the w 186 resonance integral. 
To obtain the 
186 w186 
hE/E and Toa AE/E were integrated 
Table I summarizes the values obtained from these calcu- 
For the cadmium 113 resonance at 18. 5 electron volts (2. 9 6 ~ 1 0 - l ~  J), the cad- 
EXPERIMENT 
Three experimental techniques were used to obtain resonance integrals for W186 and 
W184. In the first technique, cadmium ratios of extremely thin foils were measured to 
determine the dilute resonance integrals of both W186 and W184. In the second technique, 
relative W18’ activities for  a range of foil thicknesses were determined, and the data 
were normalized to the dilute resonance integral of W186. Relative gold 198 (Au 
activities were also determined and normalized to the dilute resonance integral of Au 
The third technique consisted of determining a thick-sample cadmium ratio to obtain an 





Bare and cadmium-shielded samples were irradiated in the center of the NASA Zero 
5 
Power Reactor-1 (ZPR-1). ZPR-1 is a uranyl fluoride - water solution reactor.  Critj- 
cality is achieved by increasing the solution height in  a 30.5-centimeter-diameter tank. 
The U02F2 concentration, about 7 weight percent for this experiment, determines the 
solution height at which the system goes critical. The crit ical  height is measured by a 
platinum wire probe. During the time of the measurements, the clean core cri t ical  
height was 43 to 45.5 centimeters and the height with cadmium was 45.3 to 47.8 centi- 
meters .  Figure 3 is a cutaway drawing of the reactor  vessel  and shows a foil holder 
suspended in  the solution. The foils are positioned in  the core  center by adjusting the 
height of the foil holder with small  screws (not shown) at the supporting bracket at the top 
of the reactor tank. The samples are placed in the O-ring-sealed Lucite holder to isolate 
them from the reactor fuel solution. Gold monitor foils used to correct  for power varia- 
tion were positioned on the outside of the tank. 
and cadmium -covered counting efficiencies Eb and E ~ ;  therefore , natural tungsten foils 
were irradiated in the Plum Brook reactor at Sandusky, Ohio (ref. 14). The irradiations 
were carr ied out in the hydraulic rabbit facility RA-8 in the water reflector. 
A high level of activity was required to investigate the relation between the bare 
Sa m pl e P re pa rat ion 
A ser ies  of samples vacuum deposited on 0.00254-centimeter-thick high-purity 
aluminum was prepared. The thinnest sample was prepared by using metallic tungsten. 
This method requires a high filament temperature and a long time to build up a sufficiently 
thick deposit. The chance of sample contamination from the electrodes and from break- 
down of diffusion pump oil is high. Therefore, all but the thinnest of this se r ies  of 
samples was obtained by depositing a salt containing tungsten. A disadvantage of this 
method is that the mass  of tungsten cannot be directly determined, since the chemical 
composition of the deposit is not well known. This knowledge is not important with the 
cadmium ratio method when the same thin sample is used for  both the bare  and the 
cadmium -covered irradiations. 
of nitric acid (HN03) and hydrofluoric acid (HF). 
f rom this process was dissolved in a sodium hydroxide solution which yielded an alkaline 
solution of sodium tungstate (Na2W04). Drying produced the dihydrate, Na2W04 2H20. 
The sodium tungstate was deposited from a platinum boat with a perforated platinum cover 
at a pressure  of to millimeters of mercury ( 1 . 3 ~ 1 0 - ~  to 1 . 3 ~ 1 0 - ~  N/m ). X-ray 
spectroscopic examination of a sample indicated that the deposit was sodium tungstate, 
with some indication of tungstic acid. 
The salt was prepared by dissolving high-purity tungsten metal in an  aqueous solution 
The tungsten oxide WO3) resulting 
2 
6 
Gold metal samples were prepared by vacuum deposition from tungsten wire baskets 
on to 0.00254-centimeter-thick aluminum. In addition, two samples were made by first 
vacuum depositing gold on 0.00254-centimeter -thick aluminum and then vacuum depositing 
Na2W04 on the gold. The tungsten salt on one of these samples was prepared from 
tungsten enriched to 84.7 percent in  tungsten 186. 
after deposition. In general, all weights were obtained to within 50 percent, with better 
accuracy f o r  heavier samples. Values of surface-area to mass ratio were computed 
from the weights and compositions of the deposits. Since the variation of IeH with 
sample s ize  is small in this region, errors in S/M a r e  not important. 
thick aluminum. 
and were approximately 22.5 square centimeters in area. The tungsten mass  was deter-  
mined after counting data were taken by removing the tungsten and spectrophotometrically 
determining the amount. 
and counting were done at Lewis. 
tungsten and gold sheets, 0.0127, 0.0076, and 0.0025 centimeter thick. 
The weights of the deposits were determined by weighing the aluminum before and 
, 
Additional thin fi lms were made by electroplating natural tungsten on 0.08-centimeter - 
These samples were supplied by Oak Ridge National Laboratories (ORNL) 
The mass  measurement was done at ORNL, and the activation 
For thicker samples, foils were cut f rom high-purity 
Counting Method 
Both p-ray and y-ray counting techniques were used in  the measurements. All 
gamma counting was done by using a thallium-activated sodium iodide (NaI(TZ )) crystal  
7.62 centimeters in diameter by 7.62 centimeters thick, with a 0.56-centimeter-thick 
aluminum p r a y  absorber. The samples were positioned 3.17 centimeters above the 
center of the f l a t  face of the crystal. Energy calibration of the single-channel analyzer 
was checked using Aulg8 and cesium 137. The window of the analyzer was se t  to encom- 
pass the desired energy range, which in most cases was 0 .3  to 0.8 MeV (4. 
12. 8X1O-l3 J). 
An intense Y -ray of 0.41 MeV ( 5 . 2 5 ~ 1 0 - l ~  J) is emitted by A61ulg8. One of much 
lower intensity is located at 0.68 MeV ( 8 . 7 1 ~ 1 0 - l ~  J). A large number of y-rays a r e  
emitted by W187; the principal ones are of 0.686- and 0.552-MeV ( 8 . 7 9 ~ 1 0 - l ~  and 
7. 
was adjusted to cover just  the 0.41-MeV ( 5 . 2 5 ~ 1 0 - ~ ~  J) peak of Aulg8, and adjusted 
separately to include just  the 0.686-MeV ( 8 . 7 9 ~ 1 0 - l ~  J) peak in the y-ray spectrum of 
W187. This facilitated separating the respective count rates. A 400-channel analyzer 
was also used to check on the purity of the samples. 
In the case of W185, only one y-ray is released in 0.018 percent of the decays 
(ref. 16). 
to 
J) energy. When both Aulg8 and W187 were present in a sample, the window 
This y-ray of 0.125 MeV (1. 602X10-l3 J) is emitted along with y-rays of 
7 
0.136 and 0.153 MeV (2. l 8 ~ l O - l ~  J and 2 . 4 5 ~ 1 0 - l ~  J) from W181. The complexity and 
the low energy and intensity of this y-ray spectrum made it advisable to determine the 
W184 activation by beta counting, which is discussed later in this section. 
Count-rate data as a function of time for  all samples were plotted on semilog paper. 
Since many samples consisted of more than one radioactive isotope, the counting rate of 
each isotope had to be obtained. The half-lives of W187 and W185 are dissimilar enough 
to permit waiting for  the W187 to decay to a negligible value. End-of-irradiation count- 
rate values were obtained by standard formula from count rates taken on different days, 
and an  average value was obtained from these values. This method a l so  yielded the 
standard deviation of the data. Tungsten 187 beta count ra tes  were obtained by taking the 
difference between the W185 and the total count rates for  the sample. When both Aulg8 
and W18? were present in the sample, it was necessary to obtain the isotopic count rates 
from pairs of count-rate values taken on different days. 
A half-life of 24.0 hours was  used for  extrapolating count rates to the end-of- 
irradiation values f o r  W187. For W185, extensive counting periods were obtained from 
the samples irradiated in the Plum Brook reactor.  Several dried deposit samples made 
from these samples had enough beta activity to permit counting with good statist ics over 
a period of several  half-lives (approximately 12  months for  one of the samples). 
Tungsten 181 y- and x-ray emissions from these sodium tungstate deposits were small  
since the samples represented only a small  fraction of the original foil and since the 
beta-counting efficiency was much greater than for  the original foil. Tungsten 185 was 
used to determine the counter plateau, and checks were made on the counter plateau by 
monitoring with a depleted uranium sample. These observations yield a half-life of 
76.4kO. 7 days. This value was used to extrapolate the W185 data back to end-of- 
irradiation values. 
days (ref. 15, p. B1-1-90), and 76.2iO. 4 days (ref. 16). 
blank of the same diameter as the film backing, This method permitted subtraction of the 
gamma background from the aluminum backing of the electroplated film samples. Activa- 
tion of the manganese impurity in  the thick aluminum backing necessitated waiting a day 
before the tungsten activity became significant. 
Stacks of 0.0127-centimeter-thick samples were irradiated for activation of thick 
tungsten samples. The 0.0127-centimeter-thick samples that made up the stack were 
gamma counted separately and their sum was obtained.. This procedure was used to 
reduce the y-ray self-absorption factor, which otherwise could be significant and would 
have to be taken into account. The same procedure was used for thick gold samples. 
The beta counting was done in 27r and 417 windowless proportional flow counters. The 
plateau was determined at regular intervals. In addition, the count rate of a depleted 
uranium source was checked each time the counter was used. 
Previous measurements list values ranging from 73.2iO. 5 to 75. l & O .  6 
The electroplated fi lms were irradiated with an 0.08-centimeter-thick aluminum 
8 
I 
The relative counting efficiency EC/Eb (eq. (2)) is of concern when beta particles 
from thick samples a r e  counted. The w185 isotope is distributed nonuniformly through- 
out both the cadmium-covered and the bare samples because of neutron self-shielding. 
The counting efficiency depends on p r a y  self-absorption and scattering, which, in turn, 
depends on the distribution of W185 in the sample. 
ZPR-1 and thus transformed into a homogeneous form suitable for  beta counting. The 
dissolved samples were converted into stock solutions of sodium tungstate of 20 grams 
each. After the W187 activity had decayed, the solutions were counted in l-gram 
amounts in an O-ring-sealed holder which was placed in a 2np windowless proportional 
counter. 
A second method that was used to determine the bare and cadmium-covered beta- 
counting efficiencies consisted of preparing thin samples from activated thick samples. 
Determination of the disintegration rate was done by using very thin samples, thereby 
reducing self-absorption and self-scattering. The samples were mounted on thin back- 
ing consisting of gold-coated plastic film (such as described in ref.  17, p. 343) and were 
counted in 4n geometry. The geometry, the beta self-absorption and scattering factors,  
and the mount absorption and scattering factors were taken to be one. 
To determine EC/Eb for thick foils, the foils were dissolved after irradiation in  
RESULTS 
Dilute Resonance Integrals of Tungsten 186 and Tungsten 184 
The resu l t s  of the cadmium-ratio determinations fo r  the thin fi lms a r e  shown in 
table II. The bare and cadmium-covered saturated count rates a r e  adjusted to the 
reactor power indicated by the gold monitor foils mentioned previously. 
shown in the table a r e  based on the counting statistics for  both the foil and the monitor 
foil. Activity due to the impurities in the aluminum backing was small  compared with 
W187, but its subtraction was significant in determining the W185 activity. For sample 2, 
only the cadmium ratio for  W186 was determined because of contamination that was large 
enough to interfere with the W184 determination. All count rates except those for  
sample 8 were obtained from beta counting. The high gold count rate relative to tungsten 
for  sample 8 made the W187 beta count rate highly uncertain. The count rates listed f o r  
187 this sample were obtained by counting the 0.68-MeV ( 1 . 0 9 ~ 1 0 - ~ ~  J) y-ray from W , 
and the 0.41 MeV (6. 56x10-20 J) y-ray from AulY8. Effective resonance integral values 
listed in  the last column of table It are based on a dilute resonance integral for gold of 
1570i40 barns ((1.57*0.04) 
integral of W186 was increased by 2 percent because of the cadmium resonance shielding 
The e r r o r s  
m2), and the values listed in table III. The resonance 
9 
of the 18.8-electron-volt (3. 01X10-18 J) resonance. 
than 100 are 443i17 barns ((4.43iO. 17) 
((1.5iO. 18) 
The average Ieff values for  the samples with sample size (S/M)l12 values greater 
m2) for W186 and 15. O i l .  8 barns 
m2) for W 184 . 
Gold 197 Capture Ratio in Thick Metal Foils and Vacuum-Deposited Films 
Table IV shows the relative y-ray specific count-rate values for a ser ies  of cadmium- 
covered gold foils and films of varying.thickness. All four samples are 2.54 centimeters 
in diameter. Samples 9 and 10 consist of gold metal vacuum deposited on 0.0025- 
centimeter-thick aluminum. The effective resonance integral Ieff is obtained by norm- 
alizing to the infinitely dilute resonance integral value of 1570rt40-barns (( 1. 57iO. 04) 
l0-25 2 
m ). 
Tungsten 186 Capture Rates in Thick Metal Foils and Electroplated Films 
Relative y-ray specific count-rate values for a ser ies  of cadmium-covered foils and 
f i lms of varying thickness are shown in table V. Samples A, B, and C consist of natural 
tungsten electroplated on 5.62-centimeter-diameter by 0.08-centimeter-thick aluminum. 
Samples E, G, and I are natural tungsten foils 0.0025, 0.0075, and 0.012 centimeter 
thick, respectively, with the same diameter as the films. Samples D, F, H, J, and K 
are rectangular samples. Samples J and K consist of 0.012-centimeter-thick samples 
stacked together to give the (S/M)1’2 values presented. The specific count-rate values 
given in column 4 were adjusted to the same reactor power by gold monitors. The ef- 
fective resonance integral I was obtained by averaging the specific count ra tes  for 
samples A, B, and C and normalizing them to the dilute sample average of 443 barns 
(4.43X10-26 m2) (table II). 
eff 
Thick-Sample Tungsten 184 Resonance Integral 
Results of the 0.0127-centimeter-thick cadmium ratio determinations are shown in 
table VI. Samples M and N were calibrated, using W187 activity, by exposing them at 
identical times to the same flux from the ZPR-1 core. The calibration was accomplished 
by mounting the cadmium-shielded foils on a rotating wheel and exposing them to the flux, 
gamma counting them, and then repeating the procedure without cadmium. The amount 
of W185 activity induced in  the calibration runs was insignificant. The foil calibration 
10 
results showed that the response of the foils to both epicadmium and bare  neutrons was 
the same, within 2 percent. This variation was included as an  additional uncertainty. A 
gold foil, 0.00254-centimeter-thick and 5.08 centimeters in diameter, was chosen to 
match the effective thermal absorption of the 0.0127-centimeter-thick natural tungsten 
samples. If Eth = 1.13 per  centimeter for tungsten and Zth = 5.82 per  centimeter for gold 
obtained from thermal cross  section values reported in reference 9 are used, a thickness 
of 0.00247 centimeter is required to match the thermal absorption in the tungsten exactly. 
The values are close enough to ensure that the thermal flux was the same for  both gold 
and tungsten to within a power factor so that the effective thermal c ross  sections in equa- 
tion (4) may be replaced by the thermal c ross  sections for infinitely thin samples. 
m2) for the resonance integral of gold was  
computed from the resonance parameters.  Sample L was used for  both bare and cadmium- 
shielded activations. Sample M was irradiated bare  in the center of ZPR-1, while 
sample N was irradiated in cadmium. These were natural  tungsten foils 5.08 centimeters 
in diameter and 0.013 centimeter thick. Surface to mass ratio values for samples M and 
N determined from weight and area differed by no more than 1 percent, and an average 
value was used. 
in table VI for the bare activities. Beta count ra tes  of the solutions were extrapolated 
to the end of irradiation and averaged to give the value in column 4. The end-of- 
irradiation beta count rates for W185 in the undissolved samples are given in table VII. 
These rates give a ratio R' without the efficiency factor of 2.79, a difference of about 
5.0 percent from the solution cadmium ratio, which apparently resul ts  from the effect 
of EC/Eb (eq. (2)). Samples BP and CP,  a lso 0.0127 centimeter thick, were exposed 
185 bare and cadmium-shielded in the Plum Brook reactor. Disintegration ra tes  of W 
per  unit mass  were determined by the method described in the section Counting Method. 
The efficiency ratios given in the last column of table VII indicate again that the cadmium 
ratio obtained by  king whole-sample beta counts is too low. 
samples BP and C P  have low precision, which is caused primarily by difficulties in 
determining the mass  vacuum deposited on the thin film backing. 
A value of 5902t10 barns ((5.90kO. IO) 
The count rate values for W185 were obtained by solution counting. 
The uncertainties in the relative power adjustments are reflected in the e r r o r s  given 
The results obtained for  
Comparison With Computed Values 
The resonance integral values for gold, W184, and W186 are shown as functions of 
sample s ize  (S/M)1/2 in figure 4. The curves a r e  values computed by the Nordheim 
integral code mentioned previously, to which l /v  and unresolved contributions were 
added. 
11 
Gold 197. - The parameters fo r  the gold resonances up to 940 electron volts 
Y ( 1 . 5 1 ~ 1 0 - ~ ~  J) are reported in  reference 18. The uncertainties in both rn and r 
for the 4.9-electron-volt (7. 8x10-19 J) resonance are reported to be 2 . 5  percent. This 
resonance accounts for 93 percent of the dilute resonance integral. The uncertainty in  
the parameters for the rest of the resolved resonances is in most cases  less than 
20 percent. The gold data resulting from the relative activation method have e r r o r s  of 
approximately 3 percent for  each of the samples measured. These data, normalized to 
the dilute calculated resonance integral, are shown in figure 4(a). The agreement is 
good throughout the range of thicknesses. 
Tungsten 184. - The W184 calculation and data are shown in figure 4(b). The 
lowest curve in the figure is based on a value for  the radiation width for  all resonances 
of 0.047 electron volt (7. 52X10-21 J), which is suggested in  reference 19 and obtained 
by averaging previously reported radiation widths for W182 and W186. A value of 
0.057 electron volt (9. 13X10-21 J) for rY for each resonance yields much better agree- 
ment with the measured values. The upper curve, which uses r = 0.066 electron 
volt (1. 06X10-20 J), a lso agrees  within the uncertainty. The neutron spectroscopic 
values for rn are insensitive to a chosen value of 
a value of 0.062 electron volt ( 9 . 9 3 ~ 1 0 - ~ ~  J) is chosen for  rY for  all the resonances 
of W184, agreement is obtained between calculated and measured resonance integrals 
fo r  this isotope. There is uncertainty in the higher angular momentum contributions, 
but because of the high energies at which these become effective, their total contribu- 
tion to the resonance integral is small. 
measurements give an average of 443*17 barns ((4.43kO. 17) m2) for  the resonance 
integral. A value for  the radiation width of 0.041 electron volt (6. 56X10-21 J) provides 
the best  agreement with the experimental points. This value should be good for 
because rn has been measured by spectroscopy with good precision (ref. 20). Also, 
the 18.8-electron-volt (3. 01x10-18 J) resonance contributes 92 percent of the total 
resonance integral. 
the value obtained by various authors when adjustment is made to the values of thermal 
cross section and dilute resonance integral for gold used herein. Table VIII lists the 
experimental values obtained for  W186 together with other pertinent parameters used by 
various authors. If values of uth equal to 37.8  barns ( 3 . 7 8 ~ 1 0 - ~ ~  m2)and $" equal to 
1570 barns ( 1 . 5 7 ~ 1 0 - ~ ~  m2) are used, Jacks' value (ref. 21) becomes 444 barns 
( 4 . 4 4 ~ 1 0 ~ ~ ~  m2) and that of Harris, Muelhause, and Thomas (ref. 22) becomes 392 barns 
(3.92x10-26 m2). The value obtained by Baumann (ref. 23), 394 barns (3.94X10 m ), 
becomes 436 barns (4. 36x10-26 m'). This value agrees with the present experiment. 
Beller and Latham (ref. 24) also give a value in agreement with the present experiment. 
Y 
This experiment shows that if Y' 
Tungsten 186. - In figure 4(c), the thin sample points obtained by cadmium ratio 
Y 
The measured dilute resonance integral for W186 agrees  within the uncertainty with 
-26 2 
12 
The value of 490&50 barns ((4.90k0.5) m2) resulting from the boron filter experi- 
ment, which when adjusted becomes 542&50 barns ((5.42~0.5) m2), is higher than 
that resulting from the cadmium fil ter experiments. This discrepancy is not accounted 
fo r  b cadmium resonance overlap with the 18.8-electron-volt (3. 01X10-18 J) resonance 
?86 
of W 
The thicker samples indicate that the resonance integral decreases with decreasing 
surface to mass ratio at a greater  ra te  than that shown by the calculations. 
Tungsten 186 is an  unusual case in  that it has a low energy resonance with a scattering 
width much larger  than the radiation width. The calculations assume a f l a t  f lux  over the 
sample, which is a poor assumption for  this isotope. Indications a r e  that this assump- 
182 tion together with shielding by the 21.2-electron-volt (3. 38X10-18 J) resonance of W 
can account for  the deviation of the calculated values from the measured values. In 
reference 6, the contribution of the 18.8-electron-volt ( 3 . 0 1 ~ 1 0 - ~ ~  J) resonance was 
computed first by using a fine spatial mesh in the lump and then by assuming a hyperbolic 
cosine variation for the flux. In each case, the resulting integral was lower by about 
13 percent for an  S/M of 1-00  for  natural tungsten and by 6 percent for  an  S/M of 
6.25 for natural tungsten. 
based on the calculation shown herein. 
CONCLUSIONS 
Resonance capture integrals referred to gold as a standard were measured for  
tungsten 184 and tungsten 186 by the activation technique. 
nance integral are 443h17 barns ((4.43kO. 17) m2) for tungsten 186 and 15.0i2 
barns ((1.50*2.0) m2) for  tungsten 184. Calculations show that cadmium shield- 
ing of the 18. 8-electron-volt (3. 01X10-18 J) resonance of tungsten 186 results in a 
2 -  to 3-percent correction to the measured dilute resonance integral. Measured reso-  
nance integrals for thick samples, when compared with calculated resonance integrals , 
show a significant difference for tungsten 186. 
tions made in the calculation. A half-life measurement of tungsten 185 yielded a value 
of 76.4iO. 7 days. 
Results for the dilute reso-  
This variation is attributed to approxima- 
Lewis Research Center, 
National Aeronautics and Space Administration, 







saturated count rate for  bare 
sample , counts/min 
saturated count rate for 
cadmium shielded sample, 
counts/min 
neutron energy, eV (J) 
lower energy limit standard- 
ized to 0.5 eV (8.01x10-20 J) 
or cadmium cutoff energy 
effective resonance integral, 
b (m2) 
total calculated resonance inte- 
gra l  for 1/E flux down to 0.5 
eV (8. 01X10-20 J), b (m2) 
group contribution to effective 
resonance integral, b (m ) 2 
infinitely dilute resonance 
2 integral, b (m ) 
cadmium ratio 
cadmium ratio without ef- 
ficiency factor 
spatial coordinate 
surface to mass  ratio of 
sample , cm2/g 
transmission probability for  
neutron flux of energy E 
lethargy 
neutron velocity 
neutron scattering width of 
resonance, eV (J) 
neutron capture (or radiation) 
width of resonance, eV (J) 
counting efficiency of bare 
sample 
counting efficiency of cadmium- 
shielded sample 
calculated correction factor to 
resonance integral 
macroscopic capture c ross  
section, b (m 2 ) 
b (m2) 
Doppler broadened neutron 
capture c ross  section, 
thermal capture cross  section 
at 0.025 eV, b (m2) 
effective thermal capture 
c ross  section, b (m ) 2 
thickness of shield or  sample, 
cm 
flux at center of ZPR-1, no 
cadmium 
flux within cadmium shield at 
center of ZPR-1 
flux for  energy group g at 





(qC) flux for energy group g within 
cadmium shield, at center of 
ZPR-1 
cp (u) flux at center of ZPR- 1 as 
function of lethargy 
Superscripts : 
Au gold 
Cd113 cadmium 113 
g energy group g 
S standard sample 
W tungsten 
W186 tungsten 186 
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APPENDIX B 
EFFECT OF NEUTRON FLUX IN RESONANCE INTEGRAL MEASUREMENT 
In te rms  of f lux  and cross  sections Rx can be written as 
where oa is the Doppler broadened neutron capture c ross  section for  the material, and 
qb and qc are the flux without and with the cadmium shield in the center of ZPR-1. 
Since gold is used as the standard, the flux is normalized to a value of 1 at the major 
resonance of gold, 4 . 9  electron volts ( 7 . 8 5 ~ 1 0 - ~ '  J). For dilute samples, this resonance 
accounts for  93 percent of the resonance integral of gold. The arbi t rary lower limit of 
0.41 electron volt (6. 5 6 ~ 1 0 ~ ~ '  J) is such that the flux is essentially zero inside the 
cadmium shield, as shown in figure 1, where 0.41 electron volt (6. 56x10-20 J) corre-  
sponds to a lethargy of 17. In this experiment, both the bare and cadmium-shielded 
samples have the same dimensions and occupy the same position during the irradiations. 
The numerator in equation (6) may be separated into two parts. The energy vari- 
ation of (Pb is known for lethargies less  than 17, as shown in figure 1. Therefore, the 
separation is made at this point. Then 
J( do' 41<(E)qb(E~r)m d r  -t l l :41<(E)qb(")  dE 
.. - ___ __ - __ - . X R =- 
For the samples used in this experiment, the second term on the right side is very close 
to 1. To see this, let 
16 
and 
where the sums range in  energy from 0 .41  electron volt (6. 56X10-20 J) to infinity and 
where (qb) are the calculated fluxes for energy group g in  the center of 
ZPR-I, without and with the cadmium shield. 
resonance integral is ( Ieff) , when an incident 1/E f lux  is assumed and when self- 
shielding is taken into account, if such exists. In the actual calculation, the sums may be 
terminated at some high-energy (low lethargy) value. 
above 15 and that higher-energy resonances in cadmium have little effect on the flux 
group values (an overlap of resonances in  Cd113 and W186 is treated in the section on 
Method and Analysis). Tables IX and X illustrate the procedure. The complete slowing- 
down interval was divided into groups, and the calculated group values for the absorption 
integral were multiplied by the corresponding group values f o r  the .flux. Low-energy 
cross  sections obtained from reference 9 were used to calculate Ieff for  the regions from 
0 . 4 1  and 0.  50 electron volt (6. 56x10-20 and 8. 01X10-20 J) to the first resonance. The 
sources for resonance parameters used for the resolved region a r e  given at the end of 
this appendix. Booth, Ball, and MacGregor (ref. 25) present measured values of 0.27  
and 0 .35  barn (2. 7X10-29 and 3 . 5 ~ 1 0 - ~ '  m'), respectively, for the (n, y )  cross  sections 
of W186 and W184 at 24 kiloeIectron volts (3. 8&10-l5 J). 
the calculated s-wave contribution. 
added in as indicated. 
and (q,) 
g g 
The calculated group contribution to the 
g 
Figure 1 indicates that the major difference between 'pb and qc lies at lethargies 
This result  is higher than 
Therefore, p-wave contributions were calculated and 
The Ieeq(u) values cover the energy range from 0 . 4 1  to 10. OX106 electron volts 
(6. 56X10-20 to 1. 6OX10-l3 J). Results for smaller values of S/M are presented in con- 
densed forms in tables VII and VlII. 
/ISff) (p,) is 1.004. The Ieffqb(u) values for W184 
g g  
For  Wl86, (Iefflg('pb) 
g g g  
and the Iefpb(u) and Ieffqc(u) values for goldlg7 are not shown in the tables, but the 
ratios are 1.006 and 1.005, respectively. These values are very close to 1; and they 




There is a s imilar  expression for the gold standard. Then, 
RAu - 1 
RX - 1 
Thermal flux depression is negligible fo r  very thin samples. For thicker samples, 
the gold thickness may be chosen so that the thermal f lux  depression is the same for the 
gold standard as for the natural tungsten sample. Then, if the absorption cross sections 
have the same energy dependence from 0 to 0.41 electron volt (0 to 6. 56X10-20 J), 
The quantities (Ieff), must be corrected for a variation of the flux with lethargy 
a,-. 





where (I ) is the total calculated resonance integral for a 1/E f lux  down to 
0.5 electron volt ( 8 . 0 1 ~ 1 0 - ~ ~  J) and g carr ies  the neutron spectrum down to 
0.41 electron volt (6. 56X10-20 J). 
For  fairly thin gold samples, p is very nearly 1 and is taken to be 1. The factor dif- 
fers from 1 by a negligible amount because of the strong resonance at 4.9 electron volts 
( 7 . 8 5 ~ 1 0 - ~ '  J) and the fact that the reduction in the l/v component offsets the increased 
importance of the higher-energy contributions (ref. 3). The correction factor p is 0.955 
for  W186 and 0.886 for W184 for  the dilute cases. Most of the correction is caused by 
the difference in energy location of the major contributing resonances. These energies 
are quite accurate. Varying the resonance parameters somewhat should have little 
effect on the correction factor. 
tabulated in reference 3. Most of the resonance parameters used for  computing Ieff 
in table IX for W186 were obtained from reference 20. The parameters for the main 
resonance (18.8 eV (3. 01X10'18 J)) of W186 were taken to be I7 = 0.319 electron volt 
( 5 . 1 1 ~ 1 0 - ~ ~  J) (ref. 26), and = 0.0442 electron volt (7. 08X1t-21 J), where the value 
for  r was  calculated by using the I7 given and the thermal absorption cross  section 
value of 37.8kl. 2 barns ((3.781tO. 12) lt-27 m2) measured by Friesenhahn, et al. 
(ref. 9). The next higher energy resonance is at 171.5 electron volts (2. 75X1O-l2 J), 
184 and its contribution to the thermal cross  section is small. Parameters  for W 
(table X) were taken mostly from reference 19. A value of 0.057 electron volt 
(9. 13X10-21 J) was used for  the radiation width for all resonances and a thermal cross  
section of 1.7*0.1 barns ((1.7*0. 1) 
eff calc 
The resonance parameters used in obtaining the calculated correction factors are 
Y 
Y 
m2) was obtained (ref. 9). 
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TABLE I. - CALCULATED SHIELDING OF 18.83-ELECTRON-VOLT (3. 014X10-18 J) RESONANCE OF TUNGSTEN 186 
(a) U. S. Customary Units _ _ _ _  





















for cadmium 113, 



















































Partial integral, b 
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Reduction based on 1: = 476 b, percent 















































































partial integral, m2 
186- 
Reduction based on I! = 4. 76x10-26 m2, percent 
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2 . 6 3 ~ 1 0 - ~ ~  
- 
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TABLE II. - TUNGSTEN 186 AND TUNGSTEN 184 DILUTE RESONANCE INTEGRALS OBTAINED FROM 
VACUUM-DEPOSITED SAMPLES OF TUNGSTEN AND SODIUM TUNGSTATE 
Sample 
I 
aTungsten 186 1 bTungsten 184  Gold 197  
I 
I 
b In2 b m I * \  m 2 
- - . . - . - - i  - 
37. 8 i 1 . 2  '(37. 8 i l .  2)X10-28 1.7iO. 1 (1.7iO. 1)X10-28 9 8 . 7 i l .  8 (98. lil. 8)X10-28 





























































































Effective resonance integral, 
b 
TABLE JII. - PARAMETERS USED IN DETERMINING EFFECTIVE RESONANCE INTEGRAL FOR TUNGSTEN 186 




at 0.025 eV, 
=th 
a ~ l ~  correction factor to resonance integral p, 0.955. 
bFlux correction factor to resonance integral p, 0.886. 
TABLE IV. - RELATIVE GOLD 198 SPECIFIC COUNT RATES 
0.118 293.1 95. oiz. 5 
76.6iZ. 3 
16.910.5 
7525.9 8. 34iO. 2 
-~ -
1 113:; 1 





. .  
.. - - -_ 
Foil size, 
cm 




5.08 by 3.811 
I 
TABLE V. - RELATIVE TUNGSTEN 186 SPECIFIC COUNT RATES FOR 








5.08 by 3.81 
5.36 
5.08 by 3.81 
5.36 
5.08 by 3.81 
5.08 by 3.81 















( 1 2 6 5 i 6 0 ) ~ 1 0 - ~ ~  
(279i13)x 

































8 7 i 2  
77i3 
4 3 i l  





( 4 5 6 - + 1 3 ) ~ 1 0 - ~ ~  
(31&&)~10-~~ 
(270i5 jx 10-28 
( 1 6 7 i 5 ) ~ 1 0 - ~ ~  
( 1 4 6 i 3 ) ~ 1 0 - ~ ~  
(122t4)X10-28 
( 8 7 i 2 ) ~ 1 0 - ~ ~  
( 7 7 i 3 ) ~ 1 0 - ~ ~  
(43i1)~10-’~ 
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b(8. 01i0.04)x 10' 










4 4 3 4 7  
( 3 9 6 ~ 5 9 ) X 1 0 - ~ ~  
(320i48)x10-28 
( 3 9 4 + 4 0 ) ~ 1 0 - ~ ~  
( 4 9 0 ~ 5 0 ) x 1 0 - ~ ~  
( 4 4 9 i 4 0 ) ~ 1 0 - ~ ~  



























4 8 8 4 0  
443i17 












TABLE M. - TUNGSTEN 185 0-RAY COUNTING EFFICIENCIES FOR BARE AND CADMIUM-COVERED 
0.0127-CENTIMETER-THICK SAMPLES 
ipecific count rate, 
counts/(min)(g) 
Zadmium ratio without 
efficiency factor, 
R' 
Count rate Specific activity, Cadmium ratio, 
for solution, dis/(min)(g) 







11. m o .  o1)x1o3 
(1.84io. o2)x1o5 
TABLE VJII. - EXPERIMENTAL VALUE$ OF TUNGSTEN-186 RESONANCE INTEGRAL 
Method of 
measurement 
Effective resonance of 










cross section of 
Thermal capture 
cross section of 
tungsten 186, tungsten 186, 
d e 6  
Ieff 







.. . , . .  







aAll values include l/v component. 
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Sample size, (s/M)@, (cm/g)1/2 
' 
322 10.2 3.22 
Effective Flux weighted Flux weighted Effective Flux weighted Effective Flux weighted 






(a) U. S. customary units 
integral, I integral, I integral, I integral, I integral, I integral, I integral, 
0.50 to 8.07 1 
0.41 to 8.07 
1.13 to 3.06 
3.06 to 8.07 
8.0 to 82 
82 to 185 
185 to 253 
253 to 527 
527 to 902 
902 to 1465 






























1 6.1 1 







' 1. 5 
. 8  
. 3  
. 8  











. 9  
. 3  
1.0 
1. 0 
I ' 6.1  ' ----- 
7.7 1 a8.2 
6.3 I 6 . 4  
5.4 5.4 
466.0 227.1 I 
2.8 2.4 
5.2 3.4 
2. 3 1. 6 
1.7 ~ 1.4 
. 9  I . 7  
. 3  e3 1 
I 
I 
1.0 . 8  ~ 










. 8  
. 3  
1.0 
1. 0 
---- 6. 1 




1. 6 1.7 
2.0 2.2 
1. 5 1.7 
. 9  1.0 
. 5  . 6  
. 2  . 2  
. 8  1.0 
a 
. 2  1.0 
~~ , 
Total 476.0 j 498.7 ~ 500.7 ' 255.8 I 268.2 ' 118.2 124.1 
i---------' I 0.953 1 0.952 I ~ 0.955 ~ -1Flux correction factor, p 
aNot included in total. 
bIncludes estimated p-wave contribution. 
CIncludes estimated s-wave and p-wave contributions. 
' Effective Flux weighted Flux weighted 
TABLE E. - Concluded. FLUX WEIGHTED EFFECTIVE RESONANCE INTEGRAL FOR TUNGSTEN 186 
(b) SI units 
Energy range, 
J 
Zalculated Calculated Sample size, (s/M)~/', (cm/g)l" 
""e, 
lux within flux without 






















































. 3  
. 8  










. 7  
. 3  
.8 











. 8  











. 9  
. 5  
. 2  
. 8  
. 2  
---------- 








. 6  
. 2  
1.0 
1.0 
0 . 8 0 ~ 1 0 - ~ ~  to 1 . 8 ~ 1 0 - ~ ~  
0.66x10-19 to 1. 81x10-19 
1 . 8 1 ~ 1 0 - ~ ~  to 4. ~ O X ~ O - ~ ~  
4 . 9 0 ~ 1 0 - ~ ~  to 1 2 . 9 2 ~ 1 0 - ~ ~  
1. 29X10-l8 to 1 3 . 1 3 ~ 1 0 - ~ ~  
1 3 . 1 3 ~ 1 0 - ~ ~  to 2 9 . 6 2 ~ 1 0 - l ~  
29. 62X10-l8 to 40. ~ O X ~ O - ~ ~  
40. 50x10-18 to 8 4 . 4 0 ~ 1 0 - l ~  
84. 40X10-l8 to 144. 5 ~ 1 0 - l ~  
1 4 4 . 5 ~ 1 0 - l ~  to 2 3 4 . 7 ~ 1 0 - l ~  


























. 9  
. 3  
1.0 
1.0 








. 9  
. 3  
1. 0 
1. 0 
500.7 155. 8 268.2 18.2 124.1 176.0 498.7 
0.955 0.953 0.952 Flux correction factor. u 
~~ 
%ot included in total. 
bIncludes estimated p-wave contribution. 
'Includes estimated 8-wave and p-wave contributions. 
TABLE X. - FLUX WEIGHTED EFFECTIVE RESONANCE INTEGRAL FOR TUNGSTEN 184 
Energy range, 
J 
0. 50 to 43.7 
0.41 to 43.7 
43.7 to 143 
143 to 248 
248 to 550 
550 to 884 
884 to 1113 
1113 to 1460 




















(a) U. S. customary units 
Sample size, (s/M) 'I2, (cm/g) 1/2 








































aNot included in total. 
bIncludes estimated p-wave contribution. 




















re so nanc e 
integral, 
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TABLE X. - Concluded. FLUX WEIGHTED EFFECTIVE RESONANCE INTEGRAL FOR TUNGSTEN 184 
(b) SI units 
Energy range, Calculated Sample size, (S/M)'/', (cm/g)'/' 
J flux within 
322 10.2 3. 22 cadmium 
0. 80x10-19 to 70, OK10-19 
0.66x10-19 to 70. OX10-19 
7. O O X ~ O - ~ ~  to 2 2 . 9 ~ 1 0 - l ~  
22. 9X1O-l8 to 39. 7X10-l8 
3 9 . 7 ~ 1 0 - ~ ~  to 88. 1X1O-l8 
88. 1X1O-l8 to 142X10-l8 
142X10-l8 to 178X10-l8 
178x10-18 to 2 3 4 ~ 1 0 - l ~  




















Flux correction factor, p 












Flux weighted Effective 
resonance resonance 
integral, integral, 
Ieff 50, (u) 9 Ieff' 
2 m 2 m 
_ _ _ _ _ _ _ _ - - _  












?Not included in total. 
b c l u d e s  estimated p-wave contribution. 















Flux weighted Effective 
resonance resonance 
integral, integral, 
Ieff 50c (u) 3 Ieff, 
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(a) Flux with cadmium shield. (b) Magnification of flux 
below 22.6 electron volts 
t36.2~10-19 J). 
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Energy, eV 
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Energy, J 
Figure 2. - Overlap of tungsten 186 and cadmium 113 resonances and microscopic 
Doppler broadened neutron capture cross sections; temperature, 300" K. 
;1""1 rSafety rod Solution height measuring device-, '/!$: I 
-Supporting bracket 
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C L u c i t e  container 
Wire sample h o l d e r 1  
Figure 3. - ZPR-1 reactor tank with foil holder in place for irradiation experiment. 
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(b) Tungsten 184 
I 




1 ,  
Sample size, (SIM)] (cn 
I 
eV (J) - 
0.044 ( 7 . 0 5 ~ 1 0 - ~ ~ )  
---- .040 (6. ~ O X ~ O - ~ ~ )  
Method 
I I 0 Cadmium ratio relative 1 
I to gold - / A Activation relative to thin- - 
- 
1 I sample cadmium ratio 
30 100 
L/2 
I I I l l l l l  m 400 600 8001000 I l l  
(c) Tungsten 186. 
Figure 4. - Effective resonance integral referred to cadmium cutoff energy of 0.5 electron volt (8. O X ~ O - ~ ~  J). Values 
include l l v  contribution. 
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